NEZTEK

SYSTEMS LIMITED

DataWorx

hertek Dotatlom ¥ 1009 -Bx DataWorx—The latest software from Neztek
Systems for the field entry of inspection data.
= | | ™ ! .. .
‘—I—Jl#—sl—lm—lslﬁ = ) hlm—l Originally written as a development tool for
) 1§ [t - . . .
o e o Pavement inspections, it now includes Manholes,.
Scheduled Date I14!UEKZUU4 |19.33 Started I1B£DE.¢‘2DD4 'I IDZ'DDZ‘ DataWOI’X qu_ks dlreCtIy Wlth the NeZtek Data’
Street Name [NIRVANA WAY Completed  [16/06/2008 =] [1650 = @ E_XChange Utlllty S Qatabas_e SO the_re IS no setup
time as all the asset/inspection details, and header
From Street IJANA PLALCE| Comp By ICB

and observation codes are supplied in the database
direct from the client. Once the inspections are

To Sheet IHlCHAHDSDN RD Crew IHDAD1

Length I 20,00 Crew Lead ICB . .
o — e _ complete, or at any time during the contract, a
Woidth Cond
< et | copy of the database can be returned to the
e | Resut - Hansen client for import into Hansen. Pictures can
Suface[FEAL Weather[ORY be added either from a digital still camera or the
— built-in video capture system.
Project Inspection | location | Observations | Commets |
Connected ta @ WiiHansen|474\PavementiSurveys) 1002 SCLmdb |Data Source =3 Saved Data .
Zero set-up time.
Inspection details . All codes supplied by client in the database.
= |Neztek DataWorx ¥: 1.0.0.9 (ol x| - Automatically detects inspection type.
fle_Datsbase Todk Hep - Picture capture from video or existing stills.
= i | | T « ) . .
=] 4| b ] B B | - Independent of inspection hardware.
Inspectﬂl 1010 SegmentIDISTT |m Length IZU R
Will run on a Laptop or PC.
From |T0 |W\dth |Meas From |Posit\0n |Side |Meas |leset | o . .
M o s 2. LHET L 4 0 - Formula based or standard inspections.
5 10 1B L&MET L 3 0
| 10 15 4B LAMET L ] 0 =2 st | Easy to use.
15 20 2B L&MET L 4 0 S
HMadify |
= |Neztek DataWorx ¥: 1.0.0.9 -3l x|
xgaletel File Database Tools Help
Slef] <l »l m] = _| P |
Inspectﬂl 1000 ManhnIaIDISMH1 ﬁﬂp Depth |4
4 | >| [ LY E e oo et i Constuction and Conditio
Frai | ) X Flow Depth Data Source: Material Condition Test Size |/L Oty
ject Inspection | location Obsereations | Comments | Saved Data : e -—-—,—_e"s--u
Connecked to : Wi\Hansen474\Pavement!Surveys 1002 SCI.mdb ‘Data Source == Saved Data shilvflouanty, IGDDD Hd t "
¥ Ponding [~ Problem CIR M
Observations v Suicharge I 00.000 EEE

Depth |1 0351.JPG 'l
= - g v Debiis I 50.000
< Neztek DataWorx ¥: 1.0.0.9 g =181 Ext. Image

-File Database Tools Help Area IBEACH
sl < ) o] 5| _| o
= B— location IBEF\M
[=e%: 8 = Modify Observation ﬂ o
T Sub Area CAT1 |
s EI ffﬂl Eﬂﬂl ll W Save I X Cancel | s =
Project I Inspection Manhole | In/0ut Fipes | Comments

Connecked to : Wi\Hansen4744CCTY ebe) Surveys 1000 SMH.mdb ‘Data Source == Saved Data

T
ESESESSE
TTE AT

EEEKEEERE

Fram | oo Te | 500 ‘width | 200 Meas fram IB_

Puasition ILANE1 Side |L Meaz | 400 Dffset | 0.000 o

Observations—Manholes

ObCode [RUTT  [RUTTING

Degree [ [MEDIIN Contact:

Image |1 0021002.JPG

Colin W Black
Neztek Systems Limited

Observation | Comments |
Ja1 1 Auckland
‘ Ol
] ; . _ New Zealand
Toject Inspection | lacation Dbservations | Cornments |
Connected to @ W' iHansen|474iPavement)Surveys 1002 SCL.mdb |Data Source =3 Saved Data Ph +64 9 6273384

Fax +64 9 6273385
Add / Modify Observations email neztek@nezteksystems.com



